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Additional Materials Needed (not included with purc hase): 
1. Tire pump with standard tire-fill fitting (either hand or foot operated). 
2. Rocket Fuel (water). 
3. Plastic 2-Liter soft drink bottles. (see note at bottom of page) 

Assembly Instructions: 
1. Insert support feet into T-Bar as shown in Fig. #1 and Fig. #2.  Press hard with a slight twisting motion 

for a good, tight fit.  Now your pieces should look like Fig. #3. 
2. Insert Height Extension (optional, if desired) in T-Bar as shown in Fig. #4. 
3. Insert Launch Tube Assembly into T-Bar (or Height Extension) as shown in Fig. #5 or Fig. #6. 

Launch Instructions: 
1. Fill a clean plastic 2-Liter soft drink bottle about 1/3 full with clean water. 
2. Rapidly flip the bottle upside down and slide it down over the top of the Launch Rod on the Launch 

Tube Assembly as shown in Fig. #7. 
3. Instruct the Launch Crew to grasp the bottom of the bottle to hold it against the base of the launch rod.  

Encourage as many Launch Crew members as possible to get close enough to help hold the rocket for 
the power-up and launch countdown. 

4. Attach air pump to the air fill valve.  Pump 5 to 20 strokes to pressurize the rocket launch system.   
5. Give a quick countdown, then tell the Launch Crew to release for Blast-Off! 
6. Listen to the squeals of delight as the launch crew gets sprayed by the Blast-Off. 
7. Repeat until you run out of Rocket Fuel. 
8. Pull Launch Tube Assembly from base for travel and storage.  Feet can be left connected to the T-Bar. 

Safety Instructions: 
1. Launch only in open areas.  Many times people try to catch the rocket as it tumbles down to the ground.  

They are not watching where they are going. 
2. Launch only straight up.  The base is designed to encourage only vertical launches. 
3. Use only clean water.  If bottle contains any dirt or sand, the particles can jam on the Launch Rod 

causing the bottle to become locked onto the rod.  Keep the bottle and Launch Rod clean. 
4. Do not allow anything to be placed on the top of the rocket.  The light weight plastic bottle tumbles 

gently back to the ground.  A rock placed on the top of the rocket would be dangerous.  (Don’t ask . . .) 
5. Use under adult supervision.  Don’t do anything stupid.  Testec LLC assumes no responsibility for 

damage to persons or property caused by use of this device. 

Extra Stuff that’s nice to have (not included with purchase): 
1. Plastic 5-gallon “laundry detergent” bucket for carrying Rocket Fuel (water).  It can also be used to store 

and carry all of the items necessary for launch (except for the Launch Tube Assembly). 
2. A 2-Liter bottle with the bottom half cut off can be used as a funnel/scoop for easy bottle filling from the 

5-gallon bucket. 
3. Sunscreen – It’s easy to forget when you are having so much fun. 

 
 
Note:  I have found 2 green bottles that were too tight to slide easily onto launch tube (out of several 
hundred that fit well).  If you find a bottle that does not slide down the launch tube easily, don’t use it.  
Another brand should fit well. 
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Parts List:  Part    Quantity    
  T-Bar Assembly  1 
  Support Feet   4 
  Launcher Tube Assembly 1 
  Height Extension  1 (included for taller users) 

 

  
Fig. #1  Press Support Feet 
into T-Bar Assembly 

Fig. #2  Finished Base 
Assembly 

 

  
Fig. #3  All Launcher Pieces (including optional Height 
Extender) 

Fig. #4  Insert Optional 
Height Extension into Base 
Assembly for taller users 

 

   
Fig. #5  Launcher without 
optional Height Extension 

Fig. #6  Launcher with 
optional Height Extension 

Fig. 7  Add Fuel, Hold 
Tight, and Pump up.  
Release hand grip for 
Launch. 

 


